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SE 92

BOILER PLANT DDC CONTROLLER

Display showing present
Setpoint (L=Local, N=Network)
and Actual Temperature

Select to display
Network Setpoint\

Select to display current
Reset Schedule Setpoint

Select to change Local Setpoint —

Select controller operation to be either
Local, Reset Schedule, or Network Setpoint

AUTOMATION ENGINEERING ASSOCIATES LTD.

L TemFr Set
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Easily understood
—— 40 Character LCD Display

Select to display Present Set

Display Return Water Temperature

& Actual Supply Water Temperature

Display indicates the current status
of each boiler stage

Display indicates the current total run
time usage for each of the boilers

Controller Operating State Selector

Select the boiler stage for valve
position set and actual

Display current Outdoor Temperature

Reset Schedule setup by entering
temperature limits T1, T2, T3, T4, & T5

Setback Feature (OPTIONAL)
- real time clock (time & date)
- setback time schedule
- supply temp setback differential
- supply temp minimum setting

Alarm Summary Selector
- Stores 22 operating condition
alarm messages

Indicates setting of the outdoor
temperature above which the boiler
system will be shutdown, during
scheduled operation

Up / Down (Increase / Decrease)
For - Setpoint Change
- Display Scrolling
- High/Low Alarm Limit Change

Menu item selector

Displays Interlock Status

Utility Menu Selector
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- Selects the item currently
displayed in the top display line

Set and display High & Low Limits

Select either Imperial or Metric Units

Scale : 80% Actual Size




